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Martensite Transformation and Superelasticity at High
Temperature of (TiHfZr)74(NbTa)26 High-Entropy Shape
Memory Alloy
L. Peltier1 • S. Berveiller1 • F. Meraghni1 • P. Lohmuller2 • P. Laheurte2
Abstract In this work, a (TiHfZr)(NbTa)26 (%at) high-
entropy quinary alloy has been developed especially for
high-temperature superelastic applications and studied over
a large range of temperatures. The mechanical properties of
this new material were compared with those of other
superelastic alloys. The different ingots have been made in
a cold crucible from pure metals. Several thermomechan-
ical treatments have been performed on the microstructure
of four alloys among them (TiHfZr)(NbTa)26 alloy. The
microstructure of each alloy has been characterized by
differential scanning calorimetry (DSC), scanning electron
microscopy (SEM), and x-ray diffraction technique (XRD)
and the mechanical behavior was investigated through
three-point bending tests between - 40 and 200 C, in
quasi-static monotonic and low cycle loading conditions.
The effects of the thermomechanical treatments on the
static and cyclic thermomechanical mechanical responses
have been analyzed in combination with the microstructure
investigations of the four studied alloys. It has been shown
that the (TiHfZr)(NbTa)26 alloy presents a martensitic
transformation and a superelastic effect over the studied
range of temperatures, in the cold-worked state or after
solution treatment. Finally, the obtained experimental
results have been compared with those of other superelastic
alloys demonstrating the features of the developed high-
entropy high-temperature superelastic alloy.
Keywords High-entropy alloy  High-temperature shape
memory alloy  Superelasticity and pseudoelasticity
behavior  Thermal three-point bending test  Martensitic
transformation
Introduction
Ternary or quaternary shape memory alloys (SMAs) based
on TiNb compositions have been extensively studied [1–5].
To combine with the high-entropy effect, a fifth element
has to be added. In 2015, Firstov et al. have evidenced a
reversible martensitic transformation and shape memory
effect in TiHfZrNiCu [6, 7] and TiHfZrCoNiCu [8] high-
entropy alloys (HEAs). Yaacoub et al. [9] have studied the
superelastic behavior of a (TiZrHf)50Ni25Co10Cu15 alloy
over a wide range of deformation temperatures, standing
from - 75 C up to 100 C, during the compression test.
The alloy exhibited stress transformation up to 1200 MPa
at a higher temperature. These previous alloys are known
as ‘‘NiTi-like alloys’’ [10]. Wang et al. [11] have devel-
oped a TiNbAl-like alloy that exhibits superelastic behav-
ior at room temperature with a recoverable strain around
5%, by optimizing thermal treatments and Nb content of
the TiZrHfAlNb high-entropy alloy. Other superelastic
HEAs have been developed, e.g., a FeNiCoAlTaB alloy
[12], that combine also high damping and cryogenic
properties. High-temperature HE-SMA effect was obtained
on a (NiPd)50(TiHfZr)50 alloy [13], as well as on a
NiCuTiHf0.6Zr0.4 alloy [14].
So far, up to our knowledge, no Ti-26Nb-like high-en-
tropy alloy has been developed for superelastic behavior.
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The mechanical properties of an equiatomic TiHfZrNbTa
alloy were studied by Dirras et al. at room temperature [15]
and by Feuerbacher et al. at high temperature [16]. This
alloy corresponds to a Ti-40Nb-like one and it does not
exhibit any memory effect, nor superelasticity or pseu-
doelasticity; it has very high mechanical properties even at
high temperatures (up to 300 C). Moreover, their worka-
bility remains very good despite high resistance strength.
The present work aims at developing a HEA-SMA alloy
with superelastic behavior over a large range of tempera-
ture. To this end, a new non-equiatomic composition
(TiHfZr)(NbTa)26 has been studied and thermomechani-
cally characterized. This alloy is a Ti-26Nb-like alloy; it
will be called so in what follows. It is worth reminding that
Ti-26Nb alloys are employed for biomedical applications
due to their low Young modulus [17–19]. The mechanical
behavior has been characterized by three-point bending
tests in static and cyclic conditions, at different tempera-
tures ranging from - 40 C up to 200 C. Two other
commercial alloys were considered for comparison,
namely, Ni51Ti49 alloy from Nimesis Technology company
and BETA III alloy from Cezus UGINE company. The first
alloy is known for its high superelastic behavior [20] and
has been used as a reference alloy for the comparison. The
second one presents athermal properties over a temperature
ranging from - 20 to 100 C [21–23].
In the first part of the paper, the chemical composition of
the high-entropy and superelastic alloy (HE and SEAs) is
presented and motivated based on microstructural criteria.
In the second section alloying processing, mechanical and
thermal characterization is detailed, notably in terms of
phase transformation. In the third section, experimental
results are presented and discussed with respect to the
microstructure and mechanical properties of different
alloys. A comparative discussion summarizes the obtained
results in order to position them with respect to the related
bibliographic context, with special attention to the tem-
perature dependence of the four investigated alloys. In
conclusion, some concluding remarks highlight the exper-
imental findings and hence the interest in developed HEA-
SEA.
Motivations of the Composition
of the High-Entropy Superelastic Alloy
The main high-temperature shape memory alloys (HT-
SMAs) employed could have a ternary composition as
NiTi-X, CuAl-X, FeMn-X, and TiNb-X where X stands for
a chemical element. In one of the earlier works, Cantor
et al. [24] have defined that high-entropy alloys (HEA)
must contain at least five chemical elements with an atomic
concentration between 5 and 35 at.% [23, 24]. Therefore,
for a HEA-SMA, it is mandatory to substitute a partial
fraction of one or more elements of the SMAs initial
composition by adding two or more other elements.
Equivalent elements are then chosen according to five
criteria that have been established by analyzing different
HEA-SMA [5, 6, 12, 25–29]. These five criteria are,
respectively, given as follows: the covalence radius, the
Pauling electronegativity, the melting and evaporation
temperatures, and the thermal conductivity of the equiva-
lent element. These characteristics (related to the five cri-
teria) must have values close (or within the
acceptable range) to the values of the element that should
be substituted or partially replaced. Figure 1 presents the
equivalent element for the main five chemical elements
constitutive of SMA. In the case of the TiNb binary alloy,
Ti can be partially replaced by Hf and Zr, whereas Nb can
be partially replaced by Ta. Consequently, the TiyNb100-y
alloy is then transformed into (TiHfZr)y(NbTa)100-y alloy
[15, 30, 31]. Derived from the works of Zhan et al. [32] and
Podolskiy et al. [33], one alloy composition that can be
proposed is Ti30Hf19Zr25-(NbTa)26 (in at.%). In what fol-
lows, the studied alloy will be thus this composition.
Besides the specific chemical composition, high-entropy
alloys should verify five other criteria derived from the
work of Hume-Rothery [34], to avoid the formation of
metallic glass and ensure the formation of a solid solution
[35–38]: first, the mixing entropy (DSmix) has to be[1.5R,
where R is the gas constant [25]. The second criterion deals
with the difference of atomic radius (Ra) of the elements in
the alloy composition that must ensure a lattice distortion
(d)\ 6%. Thirdly, the mixing enthalpy, DHmix, estimated
by averaging the mixing enthalpies of all binary alloys
composed by each pair of composition elements, should be
\ 10 kJ mol-1 in absolute value. It must be noted that a
zero or close-to-zero DHmix will promote the development
of a solid solution during alloy solidification. The fourth
criterion is based on the difference of electronegativity
between all the constitutive elements, while the last crite-
rion is related to the average of the valence electrons
(VEC). These last two criteria are applied to predict the
type of lattice resulting from solidification [39].
Table 1 shows the HEA criterion values for different
alloys. The Ti30Hf19Zr25-(NbTa)26 alloy investigated in
this study has been chosen since it fulfills all the criteria.
Thus, one can expect the formation of a solid solution and
compare it to CoCrFeMnNi alloys with potentially good
cold workability [24]. The BETA III alloy which is also a
quinary alloy does not fulfill any of the five criteria as
shown in Table 1.
Experimental Methods and Characterization
Alloys Preparation and Processing
Ti-26Nb- and Ti-26Nb-like alloys have been prepared and
produced by cold crucible from pure metals and master
alloys (99.99% Ti, 99.99% Zr, 99.99% Nb, 99.99% Ta and
99.7% Hf97Zr3). All castings have been made under a
controlled atmosphere with ultrapure argon. The Ti-26Nb
ingot was prepared following the procedure described in
Elmay et al. [18]. In the case of the Ti-26Nb-like alloy, to
allow the total dissolution of the 13%at Nb and 13%at Ta
in the high-entropy alloy, a ternary alloy Ta40Nb40Zr20 was
first produced to serve as a master alloy. It has been then
remelted ten times for 20 min to ensure the total melting of
Ta in Nb. At the end of this step, the master alloy com-
position analysis has been verified by energy-dispersive
X-ray (EDX) and wavelength-dispersive X-ray spec-
troscopy (WDS). Then, Ti, Zr, and HfZr have been added
during cold crucible melting to obtain the final Ti30Hf19-
Zr25-(NbTa)26 alloy. The ingots of Ti-26Nb alloy and Ti-
26Nb-like alloy are afterward homogenized in a homemade
Fig. 1 Periodic table showing
the different equivalent
elements for those commonly
used in SMAs compositions
Table 1 Criteria for microstructures formation, DSmix and DHmix correspond to mixing entropy and enthalpy, respectively, d corresponds to the
relative radii difference, EN means electronegativity, whereas VEC stands for valence electronic concentration
furnace under an ultrapure argon atmosphere. This heat
treatment has been performed at 1200 C for 75 h. The
wires of Ti-26Nb alloy and Ti-26Nb-like alloy are solu-
tionized in b phase by a heat treatment at 900 C for
10 min and followed by a water quench (ST state).
Cold Workability and Heat Treatments
To perform mechanical tests on the same sample geometry,
all the commercial and home-prepared alloys have been
cold-rolled at room temperature, using groove rollers
(Fig. 2b). The rolled samples have, thus, a final square
cross-section of 1.5 9 1.5 mm2 (Fig. 2a). The BETA III
alloy (initial circular cross-section of 6 mm diameter), Ti-
26Nb, and Ti-26Nb-like alloys (initial square cross-section
of 20 mm side) exhibited good cold workability and their
respective cross-sections have been downsized to a square
cross-section of 1.5 9 1.5 mm2 as described in [40]. The
length of Ti-26Nb-like alloy has been increased hence from
80 mm to 14 m with different cold-rolling steps without
any intermediate annealing heat treatments. Consequently,
the prepared alloy presents very good workability and of
the same magnitude as that observed by Lohmuller et al.
[40] on a CrMnFeCoNi alloy. The NiTi alloy has an initial
circular cross-section of 4 mm diameter; heat treatments
have been mandatory after each deformation step of 30% to
soften the matrix. Four annealings at 600 C and defor-
mation steps have been performed to reach a square cross-
section of 1.5 9 1.5 mm2. The cold-rolling steps and the
different heat treatments are summarized in Fig. 2a. Two
different metallurgical states have been considered: the
cold-worked state (CW) and the annealed one (solution
treated or ST). To compare all the alloys at the same
deformation state or heat-treated state, the alloys have been
submitted to a solution treatment (ST) just before the last
cold-rolling step. During this last step, the deformation rate
has been set to 50% for all the alloys and this defines the
CW state. It is worth noticing that this value was not
reached for the NiTi alloy, a maximum strain of 30% has
been then applied instead for this alloy. All heat treatments
have been followed afterwards by a water quench (WQ).
Phase Transformation Characterization
and Mechanical Testing
First transformation points and free enthalpies of trans-
formation have been measured using a DSC 131
SETARAM. The tests have been conducted following the
recommendations of the ASTM standard for the charac-
terization of shape memory alloys [41, 42] with a heat-
ing/cooling rate of 10 C min-1. Phase analysis has been
performed by XRD experiments on a Rigaku diffrac-
tometer using Cu-Ka radiation (40 kV, 40 mA) at room
temperature. The material microstructures have been
investigated by scanning electron microscopy (SEM) using
a Zeiss Supra 40 SEM, in backscattered emission mode
(BSE). To perform in situ measurements, a specific
homemade bending sample holder has been set up on the
diffractometer and in the SEM chamber.
The superelastic behavior of SMAs is often determined
by three-point bending tests according to the ASTM F 2082
[43]. A three-point bending device was previously devel-
oped to be used on a large temperature range, from - 40 to
200 C. These tests have been carried out according to
ASTM D790 [44] on a tension/compression universal
machine Zwick (Z50) equipped with a thermal chamber.
Fig. 2 a Heat treatments and rolling steps applied to the four studied alloys. b Schematic design of the groove rollers showing schematically the
initial and the final rolled wire cross-sections
The ratio between the span length spacing supporting pins
(48 mm) and the wire’s thickness (1.5 mm) is equal to 32
according to the same testing standard (ASTM D790). The
diameter of the central loading support is 50 mm and it
limits accordingly the local deformation of a square cross-
section wire from 1.5 9 1.5 mm2 to a maximum bending
deformation of 3%. The bending tests have been achieved
at a displacement rate (crosshead speed) of 2 mm min-1.
Due to low- (- 40 C) and high-temperature (200 C)
conditions, it was not possible to use a contact exten-
someter even if the apparatus is electronically compen-
sated. As the deformation of the machine due to its
compliance is compensated, the deflection has been cal-
culated from the crosshead displacement recorded in real-
time using the control software (TestXpert).
Experimental Results
Phase Transformation Characterization
Table 2 presents the transformation points of the four
alloys after homogenization and ST process. These char-
acteristic temperatures have been deduced from the DSC
curves. Fig. 3 shows the DSC curves of Ti-26Nb alloy and
Ti-26Nb-like alloy with endothermic and exothermic peaks
during the full heating–cooling cycle. On BETA III alloy, it
is worth noticing that no peaks were observed as expected
[45]. For the first time, it was possible to determine
transformation points on the Ti-26Nb alloy by DSC,
whereas so far, this determination was only performed
through the indirect method as described in [18]. By
comparing the Ti-26Nb and Ti-26Nb-like alloys, Fig. 3
shows that the quinary alloy exhibits also direct and reverse
phase transformation between austenite and martensite
despite the lattice distortion due to high entropy. The
transformation points, As and Af, are in the same range for
the two alloys. Indeed for the Ti-26Nb alloy, As is - 17 C
and Af is 50 C, which are very close to those character-
izing the transformation in the developed alloy (Ti-26Nb-
like), respectively, - 20 C and 46 C. However, a slight
difference is noticed on the martensitic transformation
points: Ms and Mf differ by 11 C and 21 C, respectively.
This effect is probably due to the higher distortion of the
structures in the HEA version.
To characterize the superelasticity and observe the
martensite in the Ti-26Nb-like alloy, the bending micro-
device designed for the diffractometer and the SEM
chamber is utilized for a maximum applied strain of 2%.
When testing curved wires, the samples are held under
flexural stress using a homemade bending micro-device
before the samples are introduced into the test chamber. At
the initial state (Fig. 4a), the microstructure exhibited a
single-phase polycrystal as no martensite is visible. XRD
pattern (Fig. 4b) confirms the presence of a single body-
centered-cubic phase, which is associated with the b phase
of TiNb alloys considering the diffraction peak position
[18]. This claim means that heat treatment has allowed
avoiding omega phase precipitation and martensitic trans-
formation. In the bent configuration, a second phase is
observed with SEM both in the tension zone and the
compressive zone (Fig. 4c). XRD pattern indicates that a
new a00 phase appears and it is counterbalanced by a
decrease of b phase peak intensity (Fig. 4d). This indexing
is in good agreement with the results obtained by Hussein
et al. [46] on a martensitic ternary Ti77Nb17Ta6 alloy and a
superelastic TiNbTaO alloy.
Three-Point Bending Static Tests
First, the properties of the alloys are compared in terms of
thermomechanical responses when applying two loading–
unloading cycles during static three-point bending tests at
different temperatures. In the first cycle, loading is per-
formed up to a maximal deflection corresponding to a
flexural strain of 3%, followed by unloading (elastic
release) down to a 2 N force. Then the second loading
cycle is performed up to the same maximal deflection.
Table 2 Transformation temperatures of studied alloys in a metal-
lurgical state optimized for DSC samples
Alloys Transformation points (C)
As Af Ms Mf
BETA III – – – –
NiTi - 37 0 - 40 - 72
Ti-26Nb - 17 50 17 - 30
Ti-26Nb-like - 20 46 6 - 51
Fig. 3 DSC curve of Ti-26Nb and Ti-26Nb-like alloys in a
metallurgical state optimized for DSC samples: heat flow vs.
temperature
Figure 5 shows the second cycle only, for each alloy at
three temperatures; for the sake of readability, the three
temperature tests are shifted along the x-axis. In the same
way, for each temperature, curves of the CW and ST states
have been shifted along the y-axis to make clearer the
representation of the experimental stress–strain curves. It is
worth mentioning that the bending stresses are estimated in
the tension zone of the bent specimen. Whatever the con-
ditions, all the alloys have a residual strain after the first
cycle except the NiTi alloy at room temperature. For this
reason, the maximal deflection in the second cycle does not
correspond to 3% strain as in the first cycle.
For the Ti-26Nb-like alloy (Fig. 5a), a superelastic
behavior is observed at room temperature; the reversible
strain is about 2%. By comparing ST and CW states, a
hardening effect is noticed. Indeed, the maximum stress is
increased by a factor around two. At - 40 C and 200 C,
the superelastic behavior is still evidenced for both met-
allurgical states, with higher stresses at the CW state than
for the ST condition. Therefore, this alloy exhibits very
stable properties over the studied temperature range. A
slight decrease of the elastic modulus is observed with
increasing temperature; this effect has been previously
observed by Laplanche et al. [47].
Fig. 4 SEM observations and
diffraction patterns of the ST Ti-
26Nb-like alloy: initial state (a,
b) and during bending (c, d)
Fig. 5 Three-point bending test
curves of the studied alloys
between - 40 and 200 C, for
two metallurgical states: cold
worked (CW) in dashed lines
and solution treated (ST) in
solid lines. The stresses are
estimated in the tension zone of
the bent specimen
Compared to the Ti-26Nb alloy (Fig. 5c), the elastic
modulus has increased, as well as the transformation stress
and the maximal stress during the thermomechanical
cycling. This gives rise to a higher hysteresis too. Fig-
ure 5b presents the behavior of the NiTi alloy. It demon-
strates the expected superelastic behavior at room
temperature for the ST state. Nevertheless, the transfor-
mation stress remains much lower than that observed for
the Ti-26Nb-like alloy. At low and high temperatures, the
behavior of the studied alloy exhibits a degradation. In fact,
at - 40 C, the second cycle consists of a very low strain
as a residual strain near 3% has been reached after the first
cycle; at this temperature, the alloy is almost fully
martensitic. At high temperature, an important hardening is
observed, compared to the response obtained at room
temperature. This hardening is associated with a lower
reversible strain since the developed stress becomes supe-
rior to that of the Ti-26Nb-like alloy. This effect is dis-
cussed more in detail in ‘‘Discussion’’ section.
Finally, the behavior of the BETA III alloy has been
considered for comparison (Fig. 5d) as it is known for its
athermal behavior. A quite stable pseudoelastic behavior is
observed at room temperature and - 40 C, for both ST
and CW states. However, at high temperature, the pseu-
doelastic behavior is reduced: the associated stress level
has decreased as well as the hysteresis, opposite to what
was observed in our HEA.
Therefore, it can be concluded that the Ti-26Nb-like
alloy demonstrates a superelastic behavior and higher sta-
bility over the studied range of temperature, whatever the
metallurgical states. Moreover, the transformation and
maximum stresses are also the highest ones over the four
investigated alloys. It can be assumed that lattice distortion
brings about an increased stress level. Moreover, con-
versely to NiTi alloys, the sluggish diffusion associated
with HEA is limiting the possible nucleation of the pre-
cipitates, leading, hence, to the good thermal stability of
the behavior exhibited by the Ti-26Nb-like alloy.
Three-Point Bending Fatigue Tests at 200 C
Besides the comparison based on static bending responses,
the experimental analysis of the Ti- 26Nb-like alloy and the
NiTi alloy is enriched by comparing their isothermal quasi-
static fatigue responses during cycling tests at 200 C.
Before loading, the samples have been kept at 200 C for
60 min to reach a uniform temperature distribution in the
sample. Then one hundred bending cycles (loading–un-
loading) have been performed, which corresponds to four
hours duration. Between the two loading cycles, the sample
was unloaded down to 2 N and kept, thus, for 60 s. Fig-
ure 6 presents the loading stress–strain curves for different
cycles number (1, 10, 50, 100), for both alloys considered
in the ST (a, c) and CW (b, d) states. For the Ti-26Nb-like
ST alloy (Fig. 6a), a slight decrease of the transformation
stress is observed for a higher cycle number. For the CW
state (Fig. 6b), a higher stress level is observed as expec-
ted; however, the maximum stress is decreasing faster with
cycling, about 40% less stress between the 10th and 100th
cycles. As a consequence, the ST state seems to provide
higher thermal stability than the CW one. Moreover, the
elastic slope is quite constant for the ST sample, while it
decreases for the CW configuration. It must be pointed out
that Miyazaki et al. [48] observed similar effect on a TiNb
binary alloy. Furthermore, in 2011 Miyasaki’s team [49]
concluded that the presence of a large amount of x-phase
can modify the martensitic transformation by hindering the
growth of martensite plates. It is worth noticing that
excessive formation of x-phase can also lead to embrit-
tlement of the alloy. Thus, the formation of x-phase during
repeated thermal cycling above 100 C significantly affects
the functional and mechanical stability of b-Ti SMAs.
More recently, Sun et al. [50] propose a possible expla-
nation of the observed effect. After cold-rolling and
annealing treatment, the b-phase grain size grows from
several hundred nanometers to dozens of micrometers,
which is far smaller than that of the solution-treated alloy.
The morphology of martensite evolves from V-shaped self-
accommodated structure to parallel structure. The shape
memory effect is hence improved from\ 2% in the solu-
tion-treated Ti-16Nb alloy to 3% in the cold-rolled and
annealed alloy, whereas they are pre-deformed to 4%. Sun
et al. [50] concluded that cold-rolling and post-deformation
annealing constitute an effective method to improve the
SME of TiNb shape memory alloys.
In addition, the previous effect has been also reported in
other works for low cycle fatigue of a pseudoelastic NiTi
alloy at room temperature [51] as well as at various tem-
peratures [52]. In these two reference works, the authors
have observed a marked decrease of Young’s modulus in
the first few cycles which is more pronounced when the
applied strain increases. As residual martensite is stabilized
during cycling, the effective Young’s modulus becomes an
average of austenite and martensite moduli. The results
obtained for the NiTi alloy are presented in Fig. 6c and d.
A progressive reduction (loss) of superelasticity is
observed in both CW and ST states. Indeed, the 100th cycle
is not clearly visible as the sample had a permanent strain
of 3%. The same trend was obtained by Tyc et al. [53] who
studied the tensile fatigue behavior of NiTi wires at high
temperatures. The present analysis clearly shows the ability
of the developed alloy (Ti30Hf19Zr25)(NbTa)26 as a good
candidate for shape memory applications at high temper-
atures and on a large range of temperatures.
Figure 7a and b show the SEM microstructure study of
Ti-26Nb-like alloy samples submitted to the 100 bending
cycles at 200 C. These microstructure observations did
not reveal precipitation or crack initiation in the sample.
Unlike the Ti-26-Nb-like alloy, the NiTi alloy has shown a
loss of its elastic behavior (stiffness reduction). Figure 7c
and d show the microstructures of the alloy after 100
bending cycles at 200 C. The presence of martensite, as
well as Ti2Ni precipitates and TiC carbides that promote
cracks initiation and propagation can be noticed. These
metallic or non-metallic precipitates result from the initial
casting of the NiTi ingot [54], but can also be generated by
thermal heat treatments necessary for the transformation of
the NiTi ingot [55] into a wire. Cracks present in the Ti2Ni
phase could be induced by the solidification stresses during
casting [54], or related to deformation stresses during cold
working [56], or also induced by fatigue bending at 200 C
[57]. Ti2Ni precipitates are at the origin of the rapid aging
of the superelastic [58] or pseudoelastic [59] properties of
NiTi, especially at high temperatures.
Fig. 6 Three-point bending test
results at 200 C at different
cycles number, for the Ti-26Nb-




fatigue test for Ti-26Nb-like
alloy (a, b) and NiTi alloy (c, d)
Discussion
The main objective of the present study has been dedicated
to answering if the high-entropy effect could provide or
lead to a better thermal and mechanical stability of
superelastic behavior compared to conventional commer-
cial alloys. A special focus has been devoted to the influ-
ence of thermal cycling on these properties for a large
range of temperatures (from - 40 to 200 C). Zhang et al.
[12] and Wang et al. [11] have shown a superelasticity of
3%, but only at room temperature on their alloys, respec-
tively, FeNiCoAlTaB and Ti-rich TiZrHfAlNb. Li et al.
[14] have shown a superelasticity of 2% between 10 and
190 C in a NiCuTiHf0.6Zr0.4, but the authors did not
perform any fatigue test on this alloy. At 200 C, the Ti-
26Nb-like alloy is the only alloy to present an elasticity[
2% until 100 thermomechanical cycles (Fig. 6), in both
metallurgical states (CW, ST). To improve the SMA
properties, different ways can be explored such as ther-
momechanical treatment and/or structural hardening by
cold working. The Ti-26Nb-like CW alloy had higher
stress than the ST state, but it was less stable during fatigue
cycling at 200 C. Thermomechanical treatments should
hence be considered for hardening. Kim et al. [60] have
studied TiNb superelastic alloys over a wide composition
spectrum Ti-(15–30) at.% Nb, with different thermome-
chanical treatments. They have obtained a large strain
superelasticity recovery (a recovered strain of 4.2%) in
TiNb samples with aging heat treatments by increasing the
volume fraction of precipitates. Mechanical resistance at
high temperatures seems to be correlated to the high-en-
tropy effect. Stepanov et al. have shown that aging a
TiHfZrNbTa alloy at 600 C for 10 h [61] induces a
hardness increase of 35% compared to the homogenized
state ST (1200 C, 24 h). This increase is explained by the
precipitation of Hf and Ta in the matrix. In this work, no
precipitation has been evidenced, as reported in Fig. 7a and
b. Sluggish diffusion and cocktail effect may probably
preserve HE-SEAs from precipitation and their conse-
quences until 200 C.
In this paper, the heat treatment conditions applied for
small DSC samples and for wire bending specimens are
distinct. Indeed, optimized conditions adapted to small
samples allowed to reveal the transformation points (tem-
peratures) in a DSC study of Ti-26Nb and Ti-26Nb-like
alloys (Fig. 3). However, these specific heat treatments
cannot be applied to wired specimens of 100 mm length.
The important differences between these two heat treat-
ment modes are the cooling speeds during quenching and
the increased gas protection for DSC samples. These dif-
ferences explain the dissimilarity between the alloy trans-
formation temperatures reported in Table 2 and the
pseudoelastic behavior of Ti-26Nb and Ti-26Nb-like alloys
evidenced at - 40 C during the bending tests summarized
in Figs. 5 and 6.
To obtain a superelastic effect on a large temperature
range, it is worth mentioning that the pseudoelastic alloys
are naturally more athermal than SMAs. In addition, due to
the pseudoelastic behavior, it is commonly established that
the transformation stress in the binary Ti-26Nb alloy is less
sensitive to temperature than common SMAs such as NiTi.
Indeed, the pseudoelastic behavior is mainly governed by
the reorientation of the martensite variants. This justifies
hence the fact that the alloys Ti-26Nb and Ti-26Nb-like do
not follow the law of Clausus-Capeyron and explains the
limited reversible strain exhibited in the stress/strain
responses compared to those of NiTi alloy (Fig. 5). This
temperature insensitivity characterizing the pseudoelastic
behavior of binary TiNb alloys has been patented for the
orthodontic applications [62]. It must be noted that the
pseudoelastic effect in the Ti-26Nb-like alloy wires can be
activated by cold working. Nevertheless, in the ST state of
the Ti-26Nb-like alloy wires also appears to be athermal.
This temperature insensitivity can be caused either by the
heat treatments or by the effects of high entropy such as the
strong lattice distortion as well as the cocktail effect.
Fig. 6c and d show the NiTi alloy cyclic responses at
200 C, and the decreased stress levels in NiTi alloy at CW
state can be explained by several aspects as: (i) the
recrystallization effect of the NiTi alloy at 200 C under
stress, (ii) the partial restoring effect of the CW state in
NiTi alloy at 200 C under stress, (iii) the effect induced by
the reduction of the Ni content in the matrix of the NiTi
alloy and in the meanwhile the increase of the precipitate
concentration. It is worth noticing in Fig. 6a and b that the
Ti-26Nb-like alloy at ST and CW states is preserved from
these effects thanks to its high-entropy features.
Conclusion
In this paper, a particular composition has been studied and
deeply investigated for its expected superelastic behavior.
Superelastic wires have been deformed in bending static
loading-unloading tests between - 40 to 200 C and
bending isothermal fatigue tests at 200 C. The main
experimental findings can be summarized through the fol-
lowing concluding remarks:
• The TiHfZrNbTa alloy verifies all of the HEA criteria.
The (Ti30Hf19Zr25)(NbTa)26 alloy is purely austenitic at
room temperature; neither precipitates nor martensite
was observed. Moreover, it has shown good cold
workability.
• The alloy exhibits a superelastic behavior over the
studied range of temperature, demonstrating better
thermal stability between - 40 and 200 C than all
other studied alloys. The same trend has been observed
either on the ST or the CW states. A high-entropy effect
can significantly promote the thermal stability of this
alloy by preventing the precipitation mechanism.
• During cycling at 200 C, both ST and CW states still
present a superelastic behavior even if the behavior
reveals progressive degradation with cycling: the ST
alloy is more stable than the CW one. Once again, the
developed alloy demonstrates better properties than the
conventional alloy. The NiTi alloy had become fully
unusable after 100 cycles at 200 C, due to crack
initiation and precipitation. However, the ST version of
Ti-26Nb- like (Ti30Hf19Zr25)(NbTa)26 is more
stable than its CW version at 200 C. Nonetheless,
they both present superelastic behavior.
Thus, the (Ti30Hf19Zr25)(NbTa)26 alloy could be used
for its superelasticity from - 40 to 200 C, although its
reversible strain is low and limited to 2% in bending
conditions. These properties combined with the excellent
cold workability of the alloy, make it a promising candi-
date for superelastic applications at high temperatures.
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européen des brevets, Munich, European patent. #EP3009153A1-
2016/16
Publisher’s Note Springer Nature remains neutral with regard to
jurisdictional claims in published maps and institutional affiliations.
